**Optima™ L-100K**

- Imbalance-tolerant drive allows visual balancing of rotor loads and eliminates the need for operators to weigh individual samples.
- Air-cooled drive and thermoelectric heating/cooling system use no chlorofluorocarbons.
- For work with biohazards, HEPA filter kits are available for all Optima series instruments. Floor model instruments can be fitted to Baker biosafety cabinets. Contact the Baker Company at:
  
P.O. Drawer E  
Sanford Airport Road  
Sanford, ME 04073 USA  
1-800-992-2537

### Specifications

<table>
<thead>
<tr>
<th>Part Numbers</th>
<th>Optima L-100K</th>
</tr>
</thead>
<tbody>
<tr>
<td>393253</td>
<td>50 Hz, 220-240 VAC</td>
</tr>
<tr>
<td>393254</td>
<td>50/60 Hz, 220-240 VAC</td>
</tr>
<tr>
<td>A30160</td>
<td>BioSafe® 50/60 Hz, 220-240 VAC</td>
</tr>
<tr>
<td>A30161</td>
<td>BioSafe® 50 Hz, 220 VAC</td>
</tr>
<tr>
<td>961589</td>
<td>Replacement HEPA Filter</td>
</tr>
</tbody>
</table>

*BioSafe and BioSafety are terms intended to describe the enhanced biocontainment features of our products.*